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GENERAL_NOTES:
. SEE STANDARD THRUST BLOCK DIMENSIONS.

2. CONCRETE SHALL NOT CONTACT BOLTS OR
ENDS OF MECHANICAL FITTINGS.

COVER

CAST IRON PIPE
FOR EXTENSIONS R |

TYPICAL FINISHED GRADE
IN PAVED AREAS

3. VALVE BOX WILL NOT CONTACT
WATER MAIN OR VALVE

4. VALVE PAD REQUIREMENTS
SHALL NOT BE APPLICABLE
FOR IMPROVED PAVED SURFACES.

TYPICAL FINISHED GRADE
IN UNPAVED AREAS

DATE DESCRIPTION

08/93 | COMBINED WITH STD. DETAIL 6.09
09/00 | MAX DISTANCE BETWEEN VALVE &
WATERLINE CHANGED TO 600 mm

APPROVED RESTRAINT DEVICE

MEGALUG OR EQUAL
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STANDARD VALVE
BOX-BOTTOM g DIMJ_GATE_VALVE
SECTION & 600 mm MAXIMUM

COMPACTED BACKFILL
L VALVE BOX
R Sy o Lt
D.. CL. 241 MPa W: WATER LINE m
MAIN
7= | - i CONCRETE
® . _THRUST BLOCK
REVISIONS '

DIMJ OR HYDRANT ‘TEE"

CITY OF ASHEVILLE,NC.

ASHEVILIE

ENGINEERING DEPARTMENT

TYPICAL VALVE & VALVE BOX INSTALLATION 6.06

STD. No.

207

FINISHED GRADE

900 mm TYPICAL

UNDISTURBED
EARTH

SIDE DRAINAGE DITCH

EXISTING
OR PROPOSED
GRADE

¢

/METER BOX AND COVER

AR RELEASE
VALVE

BALL VALVE INSIDE
THE BOX EITHER
HORIZONTAL OR VERTICAL

BRASS NIFPLE L1 VENT

ADAPTER —\

N Il J B —————

CLOSE NIPPLE

""" AND MUSHROOM

COVER
T R
50 mm X 100 mm X 200 mm BRICKS
@ 90~ SPACING
NOTES:
REVISIONS I. PIPE AND FITTINGS SIZE SHALL MATCH THE SIZE 2. REFER TO STANDARD DETAIL 6.01 FOR
DATE DESCRIPTION OF THE PROPOSED AIR RELEASE VALVE TO BE METER BOX SPECIFICATIONS.
8/99 BALL VALVE INSTALLED.
STD. No.
CITY OF ASHEVILLE,NC. STANDARD AIR RELEASE VALVE
ENGINEERING DEPARTMENT H\]STA}_LAT[ON 6.10
ASHEV ILLE

PRESSURE AIR RELEASE VAIVE ASSEMBLY (ARV)
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NOTES:

I. VALVE BOX NOT TO CONTACT
WATER MAIN OR VALVE OR
COMPACTED BACKFILL UNDER
VALVE BOX.

2. ALL FITTINGS AND APPURTENANCES
SHALL BE RESTRAINED WITH
MECH. JOINT RETAINER GLANDS

TYPICAL FINISHED GRADE
IN PAVED AREAS

-2

600 mm

MAXIMUM

VALVE BOX

300 mm

DUCTILE IRON
WATER MAIN

TYPICAL FINISHED GRADE
IN UNPAVED AREAS

X 600 mm X 50 mm

27.6 MPa CONCRETE PAD

REVISIONS BUTTERFLY VALVE
DATE DESCRIPTION
CITY OF ASHEVILLE,NC. STD. No.
ENGINEERING DEPARTMENT TYPICAL BUTTERFLY VALVE INSTALLATION 6.20
ASHEV ILLE

TYPICAL BUTTERFLY VALVE ASSEMBLY

208

UTILITY CONSTRUCTION




